Diagnosetechnik

MAZDA 2

CLIXE Emulator Instruction Manual

IMMO OFF PROGRAM
FOR CARS WITH LUCAS 28AS OR MITSUBISHI TC91xxx
IMMOBILISER BOX

Table of contents

Page 2 * Program introduction
Page 3 - Denso B34A ECU
Page 4 - Denso RF6A ECU

Page 5 + Example cars and ECUs full list




Diagnosetechnik

Program introduction

Program usage

DENSO ECUs with LUCAS 28AS immobiliser box.
DENSO ECUs with Mitsubishi TC91xxx immobiliser box.

Example ECUs (Full list on page 5)

Denso

B34A B34B FPGo RFSW RFOA

Example cars  (Full list on page 5)

Mazda
Demio Premacy MPV




Denso B34A ECU

Immo box

Find 93€56 EEPROM memory and unsolder it

Using the programmer, change the following values in memory content:
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Connect Clixe™ Emulator to the ECU
uccording the pictures on the right

@ Attention!

+ Disconnect immo box!

* If you have trouble connecting the emulator to the ECU, you may try another method,
described on page — 5

End of the procedure



Denso RF6A ECU

RF6A

RFGA 18 881B
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Immo box

Find 93C56 EEPROM memory and unsolder it

Using the programmer, change the following values in memory content:

01D —

Method 1 Method 2

« Disconnect immo box!

@ Attention!
|

Connect Clixe™ Emulator to the
imme plug according the pictures
on the right

End of the procedure



® Example cars and ECUs

0,
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Program usage Example cars

Denso
B34A

Page 3

Denso

RF6A
Page 4

Denso

DENSO

Mazda Demio 1.3 63HP 19962002

Mazda MPV 2.0TD 136HP 1999-2006

OTHER ECUs

Mazda Demio 1.3 63HP 1996-2002

Mazda MPV 2.0TD 136HP 19992006
Mazda Premacy 2.0 DIiTD 101HP 1999-2005
Mazda Premacy 1.8 100HP 1999-2005

Example ECUs

B34A (Demio 1.3 63HP 1999)

RF6A (Mazda MPV 2.0TD 136HP 2002)

B34A 18 8818 (Mazda Demio 1.3 63HP 1999)

B34B 18 881A (Mazda Demio 1.3 63HP 1998)

FPG6 18 881B [Mazda Premacy 1.8 100HP 2003)
RF5W 18 881A (Mazda Premacy 2.0 DITD 101HP 2004)
RF6A 18 881B (Mazda MPV 2.0TD 136HP 2002)

Methods of connecting the Clixe™ Emulator to the immo box plug
(in case of problems with connecting the emulator to the ECU)

Method 1

Method 2



